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Specifications 
 

 
Headset 
 

 
PC-VR 

 
Measurement and 
weight  

 
weight: 800 g 
 
 

 
System 

 
Recommended system requirements 
 

 
Connection 

 
DisplayPort 1.2 
USB-C 3.0 
 

 
Screen 

 
Resolution: 1440 x 1600 pixels per eye 
Refresh rate: 90 Hz 
 

 
Lens 

 
FOV: 110° 
lens: Fresnel 
IPD: 61-72 mm 
 

 
Sensors 

 
SteamVR Tracking 
SteamVR Tracking 2.0 (Controller) 
G-sensor 
Gyroscope 
Proximity 
Eye Comfort Setting (IPD) 
Eye tracking ( powered by Tobii ® ) 
 

 
Interaktion 

 
6 DoF marker-based 
 

 
Controller 

 
2 x Vive Pro Controller 6 DoF  
 

 
Performance 

 
Approx. 6 Hours (Controller) 
 

 
Audio 

 
Integrates Stereo Headphones 
 

 
Data transfer 

 
Linkbox 
 

 
Display 

 
2 x AMOLED binocular 

https://www.vive.com/us/support/vive-pro-eye/category_howto/what-are-the-system-requirements.html


 

 
Release date 

 
2019 
 

 
Glasses friendly? 
 

 
Yes 

 
Store 
 

 
SteamVR, Viveport 

 


